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PUR SPIRAL CABLES 
POLYURETHANE 
Dynamic industrial applications  
For repetitive extensions 
Very good elastic memory 

 

Data/Control                               p.2 à 3 

Control/Power                    p.4 à 9 

Control/Power  
With overmoulded plug 10/16A          p.10 
 
 

Single core                                    p.11 

Flame retardant                               p.12 

Screened                                  p.13 à 15 

Automotive/Trucks                     p.16 

Reinforced with Polyester jacket   p.17 

 

PVC SPIRAL CABLES 

H05VV-F USE<HAR> 
Static industrial applications  
For occasional extensions 
Low elastic memory  

 

H05VV-F USE<HAR>                       p.18 

H05VV-F USE <HAR>         p.20 
With overmoulded plug 10/16A 

 

For agriculture devices                   p.21 

CATALOGUE 

2017 
SPIRAL CABLES 
 

 

 

 

 

 

www.spiral-cables.com 

SPECIAL  SPIRAL  CABLES 
Enquiry form          p.22 

 
 

CABLE  HARNESSES 
Our Know-How                    p.23 

 
 

 

SPECIAL  CABLES 
Design and production         p.24 
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   Tolerance of ± 5% on the retracted spiral length and coil diameter  

     Other dimensions, please contact us, the cables are on stock ! Other colours or constructions on request  
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Outer sheath PUR Black Colour code : Black - White - Red
56439 3 x 0.14 3.4 1 245 13.5 37
56440 3 x 0.14 3.4 2 490 13.5 70
56441 3 x 0.14 3.4 3 740 13.5 102
56607 3 x 0.14 3.4 5 1270 13.5 168

DATA / CONTROL  POLYURETHANE SPIRAL CABLES

Ref. n°
Number of cores 
x cross-section    

in mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight  
gr.

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 

 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 150mm 

Technical characteristics : 

Temperature range : -30°C � +70°C 

Working voltage : 250 Volts 

Test voltage : 1500 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 

 

 

   CEV SAS    c-e-v@wanadoo.fr                       SAS au capital de 200 000€

 27 Route de Saint Astier  www.spiral-cables.com                        SIRET 789261930 00018 

   F-24430 ANNESSE ET BEAULIEU  Tel  : +33 (0)5 53 35 21 21                                    Code NAF 2790Z 

   FRANCE     Fax : +33 (0)5 53 35 21 23                   TVA FR88789261930 



4 

 

Tel :   

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Tolerance of ± 5% on the retracted spiral length and coil diameter  

     Other dimensions, please contact us, the cables are on stock ! Other colours or constructions on request  
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Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 
 

Standard tail length : 

Radial tails of 150mm 

Axial ends or other dimensions on request  

Technical characteristics : 

Temperature range : -30°C � +70°C 

Working voltage : 250 Volts 

Test voltage : 1500 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Outer sheath PUR black Colour code : Red - Green - Y ellow
58196 3 x 0.25 4.9 1 205 19 35
58197 3 x 0.25 4.9 2 405 19 64
58198 3 x 0.25 4.9 3 600 19 93
58199 3 x 0.25 4.9 5 1000 19 150

Outer sheath PUR black Colour code : Blue - Brown - White - Black
56588 4 x 0.25 4.4 1 230 15.5 53
54890 4 x 0.25 4.4 2 451 15.5 98
54891 4 x 0.25 4.4 3 672 15.5 143
55805 4 x 0.25 4.4 5 1114 15.5 233

Outer sheath PUR black Colour code : acc. to DIN 47100
56610 7 x 0.25 5.8 1 255 19.7 92
54893 7 x 0.25 5.8 2 497 19.7 180
54894 7 x 0.25 5.8 3 740 19.7 270
55808 7 x 0.25 5.8 5 1224 19.7 397

Outer sheath PUR black Colour code : acc. to DIN 47100
56611 12 x 0.25 6.9 1 231 25 150
54895 12 x 0.25 6.9 2 448 25 249
54896 12 x 0.25 6.9 3 666 25 352
54897 12 x 0.25 6.9 5 1100 25 570

Outer sheath PUR black Colour code : acc. to DIN 47100
54901 19 x 0.25 8.6 2 432 33 420
54902 19 x 0.25 8.6 3 638 33 614
54903 19 x 0.25 8.6 5 1060 33 1002
55813 19 x 0.25 8.6 7,5 1568 33 1488

Outer sheath PUR black Colour code : Blue - White - Red - Brown
57785 4 x 0.34 5.2 2 355 19.5 166
57786 4 x 0.34 5.2 3 527 19.5 241
57787 4 x 0.34 5.2 5 871 19.5 405
57788 4 x 0.34 5.2 7,5 1302 19.5 594

Outer sheath PUR black  White - Green - Orange - Yellow - Blue - Red - Bla ck - Brown
56451 8 x 0.34 5.9 2 484 20 218
56452 8 x 0.34 5.9 3 720 20 321
56453 8 x 0.34 5.9 5 1191 20 518
56454 8 x 0.34 5.9 7,5 1781 20 716

Weight 
gr

DATA / CONTROL  POLYURETHANE SPIRAL CABLES
Ref. n° Number of cores 

x cross-section   
in mm²

Cable 
diameter 

mm

Extended 
Length 
Metre

Retracted 
Length   

mm

Coil 
diameter  

mm
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  Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock   
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Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 

 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 

 

 

PUR Black outer sheath Colour code : Blue-brown
55816 2 x 0.5 5.1 3 650 17 101
55817 2 x 0.5 5.1 5 1 059 17 157
55818 2 x 0.5 5.1 7,5 1 595 17 223
55819 2 x 0.5 5.1 10 2 108 17 290

PUR Black outer sheath Colour code : colours
58229 8 x 0.5 7.7 3 525 29 460
58230 8 x 0.5 7.7 5 860 29 736
58231 8 x 0.5 7.7 7,5 1 286 29 1 291
58232 8 x 0.5 7.7 10 1 710 29 1 426

PUR Black outer sheath Colour code : colours
55869 12 x 0.5 8.7 3 592 32 652
55870 12 x 0.5 8.7 5 974 32 1 005
55871 12 x 0.5 8.7 7,5 1 452 32 1 425
55872 12 x 0.5 8.7 10 1 930 32 1 898

PUR Black outer sheath White with black numbers + gr een/yellow
56467 19 G 0.5 10 3 685 38 700
56468 19 G 0.5 10 5 1 120 38 1 240
56469 19 G 0.5 10 7,5 1 715 38 1 700
56470 19 G 0.5 10 10 2 260 38 2 252

PUR Black outer sheath White with black numbers + gr een/yellow
58200 30 G 0.5 12 3 515 47 1 176
58201 30 G 0.5 12 5 840 47 1 882
58202 30 G 0.5 12 7,5 1 250 47 2 765
58203 30 G 0.5 12 10 1 660 47 3 647

CONTROL  /  POWER  POLYURETHANE SPIRAL CABLES

Ref. n°
Number of cores 
x cross-section     

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight 
 gr
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request  
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PUR Black outer sheath Blue - brown
50008 2 x 0.75 6.3 3 548 23 229
50009 2 x 0.75 6.3 5 904 23 373
50010 2 x 0.75 6.3 7,5 1 350 23 552
50168 2 x 0.75 6.3 10 1 796 23 735

PUR Black outer sheath Orange - red - blue -green/ye llow
55048 4 G 0.75 7.7 3 570 28 417
55049 4 G 0.75 7.7 5 942 28 652
57803 4 G 0.75 7.7 7,5 1 406 28 925
57804 4 G 0.75 7.7 10 1 870 28 1 219

PUR Black outer sheath Blue - brown - white - black
50036 4 x 0.75 6.7 3 552 23.2 293
50173 4 x 0.75 6.7 5 912 23.2 482
50041 4 x 0.75 6.7 7,5 1 360 23.2 710
50042 4 x 0.75 6.7 10 1 810 23.2 940

PUR Black outer sheath Yellow - black - blue - green  - brown
57805 5 x 0.75 8 3 568 28.5 466
57806 5 x 0.75 8 5 930 28.5 752
57807 5 x 0.75 8 7,5 1387 28.5 1110
57808 5 x 0.75 8 10 1844 28.5 1467

PUR Black outer sheath White-blue-brown-black-yellow -red-green
56483 7 x 0.75 9.5 3 540 35 480
56484 7 x 0.75 9.5 5 880 35 745
56485 7 x 0.75 9.5 7,5 1320 35 1017
56486 7 x 0.75 9.5 10 1800 35 1375

PUR Black outer sheath White-blue-brown-black-yellow -red-green
58233 8 x 0.75 9.5 3 545 35 700
58234 8 x 0.75 9.5 5 895 35 912
58235 8 x 0.75 9.5 7,5 1335 35 1645
58236 8 x 0.75 9.5 10 1770 35 2170

CONTROL  /  POWER  POLYURETHANE SPIRAL CABLES

Ref. n°
Number of cores 
x cross-section   

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight 
 gr.

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 

 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request  
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PUR Black outer sheath Colour code : blue - brown
50089 2 x 1 6.7 3 610 23 295
50090 2 x 1 6.7 5 1 008 23 476
50091 2 x 1 6.7 7,5 1 505 23 702
50169 2 x 1 6.7 10 2 000 23 928

PUR Black outer sheath Colour code : blue - brown - green/yellow
50023 3 G 1 6,5 3 600 23 310
50024 3 G 1 6,5 5 990 23 500
50025 3 G 1 6,5 7,5 1 475 23 737
50164 3 G 1 6,5 10 1 965 23 974

PUR Black outer sheath Blue-brown-black-white-green/ yellow
50049 5 G 1 8.3 3 585 29 485
50050 5 G 1 8.3 5 960 29 781
50051 5 G 1 8.3 7,5 1 430 29 1 151
50172 5 G 1 8.3 10 1 900 29 1 522

PUR Black outer sheath White n° 1 to 6 + green/yellow
50063 7 G 1 9.6 3 675 33 709
50064 7 G 1 9.6 5 1 110 33 1 145
50065 7 G 1 9.6 7,5 1 650 33 1 689
50106 7 G 1 9.6 10 2 195 33 2 233

PUR Black outer sheath White n° 1 to 6 + green/yellow
58237 8 x 1 11.2 3 520 43 900
58238 8 x 1 11.2 5 865 43 1 360
58239 8 x 1 11.2 7,5 1 270 43 2 000
58240 8 x 1 11.2 10 1 685 43 2 635

CONTROL  /  POWER  POLYURETHANE COILED CORDS

Ref. n°
Number of cores 
x cross-section   

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight 
gr.

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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  Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

 Other colours or constructions on request  
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PUR outer sheath White n° 1 to 11 + green/yellow
50102 12 G 1 9.7 3 560 37 822
50103 12 G 1 9.7 5 920 37 1 354
50165 12 G 1 9.7 7,5 1 290 37 1 976
50166 12 G 1 9.7 10 1 825 37 2 588

PUR outer sheath White n° 1 to 12  
56477 12 x 1 10.6 3 555 38 720
56478 12 x 1 10.6 5 915 38 1 136
56479 12 x 1 10.6 7,5 1 365 38 1 622
56480 12 x 1 10.6 10 1 810 38 2 159

PUR outer sheath White with black numbers
57814 18 x 1 11.7 3 560 42 985
57815 18 x 1 11.7 5 920 42 1 546
57816 18 x 1 11.7 7,5 1 360 42 2 152
57817 18 x 1 11.7 10 1 810 42 2 863

PUR outer sheath White with black numbers + green/ye llow
56472 27 G 1 13.5 3 525 52 1 481
56473 27 G 1 13.5 5 855 52 2 283
56474 27 G 1 13.5 7,5 1 265 52 3 367
56475 27 G 1 13.5 10 1 680 52 4 618

CONTROL / POWER POLYURETHANE SPIRAL CABLES

Ref. n°
Number of cores 
x cross-section   

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight 
gr.

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  
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PUR Black outer sheath blue - brown
50018 2 x 1.5 7 3 585 25 361
50019 2 x 1.5 7 5 950 25 556
50020 2 x 1.5 7 7,5 1 240 25 830
50170 2 x 1.5 7 10 1 895 25 1 070

PUR Black outer sheath blue - brown - gree/yellow
50027 3 G 1.5 7.5 3 530 29 434
50028 3 G 1.5 7.5 5 875 29 680
50029 3 G 1.5 7.5 7,5 1 230 29 1 004
50135 3 G 1.5 7.5 10 1 735 29 1 341

PUR Black outer sheath blue - brown - black - green/ yellow
50044 4 G 1.5 8.1 3 560 29 546
50149 4 G 1.5 8.1 5 922 29 990
50047 4 G 1.5 8.1 7,5 1 375 29 1 370
50111 4 G 1.5 8.1 10 1 830 29 1 638

PUR Black outer sheath blue - brown - black - white - green/yellow
50053 5 G 1.5 9.6 3 595 33 890
50054 5 G 1.5 9.6 5 975 33 1 427
50056 5 G 1.5 9.6 7,5 1 450 33 1 998
50136 5 G 1.5 9.6 10 1 950 33 2 640

PUR Black outer sheath White n° 1 to 6 + green/yellow
50067 7 G 1.5 10.9 3 580 40 1 050
50068 7 G 1.5 10.9 5 900 40 1 532
50069 7 G 1.5 10.9 7,5 1 415 40 2 272
50070 7 G 1.5 10.9 10 1 880 40 3 255

PUR Black outer sheath White n° 1 to 11 + green/yellow
54904 12 G 1.5 13.4 3 605 48;5 1 737
54905 12 G 1.5 13.4 5 990 48;5 2 716
54906 12 G 1.5 13.4 7,5 1 470 48;5 3 698
54907 12 G 1.5 13.4 10 1 960 48;5 5 248

PUR Black outer sheath
57822 12 x 1.5 15.2 3 570 56 1 730
57823 12 x 1.5 15.2 5 950 56 2 628
57824 12 x 1.5 15.2 7,5 1 420 56 4 008
57825 12 x 1.5 15.2 10 1 850 56 5 060

Colours

CONTROL  /  POWER  POLYURETHANE SPIRAL CABLES

Ref. n°
Number of cores 
x cross-section   

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight 
gr.

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  
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PUR Black outer sheath Blue - brown
57826 2 x 2 7.5 3 550 27 320
57827 2 x 2 7.5 5 910 27 511
57828 2 x 2 7.5 7,5 1 360 27 751
57829 2 x 2 7.5 10 1 840 27 991

PUR Black outer sheath
58020 2 x 2.5 9.6 3 690 35 775
58021 2 x 2.5 9.6 5 1 135 35 1 221
58022 2 x 2.5 9.6 7,5 1 695 35 1 806
58023 2 x 2.5 9.6 10 2 250 35 2 587

PUR Black outer sheath Blue - brown - green/yellow
56530 3 G 2.5 8 3 510 30 580
56531 3 G 2.5 8 5 835 30 900
56532 3 G 2.5 8 7,5 1 245 30 1 320
56533 3 G 2.5 8 10 1 655 30 1 703

PUR Black outer sheath Blue - brown - black - white - green/yellow
50058 5 G 2.5 10.6 3 580 42 1 169
50121 5 G 2.5 10.6 5 950 42 1 856
50060 5 G 2.5 10.6 7,5 1 410 42 2 738
50163 5 G 2.5 10.6 10 1 870 42 3 620

PUR Black outer sheath White cores + green/yellow
57952 9 G 2.5 15 3 530 58 1 810
57953 9 G 2.5 15 5 860 58 2 905
57954 9 G 2.5 15 7,5 1 270 58 4 274
57955 9 G 2.5 15 10 1 685 58 5 643

PUR Black outer sheath Red-black
57864 2 x 4 12.5 3 525 48 1 300
57865 2 x 4 12.5 5 860 48 2 100
57866 2 x 4 12.5 7,5 1 275 48 3 250
57867 2 x 4 12.5 10 1 690 48 4 350

PUR Black outer sheath Red-black-brown-bleu-green/ye llow
57864 5 G 4 18.3 3 500 70 2 458
57865 5 G 4 18.3 5 810 70 3 461
57866 5 G 4 18.3 7,5 1 200 70 5 287
57867 5 G 4 18.3 10 1 615 70 6 931

PUR Black outer sheath Red-black
57864 2 x 6 14 3 570 53 1 600
57865 2 x 6 14 5 930 53 2 550
57866 2 x 6 14 7,5 1 375 53 3 750
57867 2 x 6 14 10 1 825 53 4 950

Blue-brown

CONTROL  /  POWER  POLYURETHANE SPIRAL CABLES

Ref. n°
Number of cores 
x cross-section  

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Coil 
diameter  

mm

Weight 
gr.

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length :  
Radial tails of 200mm 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails, longer tails 

Sheath stripping, insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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 Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request 
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PUR Black outer sheath Colour code : blue - brown - green/yellow
58253 3 G 1 6.5 2 400 23 300
58254 3 G 1 6.5 3 600 23 400

PUR Black outer sheath Colour code : blue - brown - green/yellow
58255 3 G 1.5 7.5 2 360 29 360
58256 3 G 1.5 7.5 3 530 29 480

PUR Black outer sheath Colour code : blue - brown - green/yellow
58257 3 G 2.5 8.3 2 340 30 450
58258 3 G 2.5 8.3 3 510 30 620

 PUR SPIRAL CABLES with overmoulded plug 10/16A
Retracted 

Length  
 mm

Coil 
diameter  

mm

Weight 
gr.

Ref. n°
Number of cores 
x cross-section  

mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Miniaturized insulation PVC or Polyester 

Short lay assembly 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

End A 

Radial tail of 200mm 

End B 

Radial tail of 150mm with an overmoulded plug CEE.7  10/16A 

 

 

 

 

FOR ANY OTHER OVERMOULDED 

PLUG OR DIMENSIONS,  

PLEASE CONTACT US ! 
 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request 
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57928 1 x 1 2.7 3 535 9.8 65
57929 1 x 1 2.7 5 890 9.8 105
57930 1 x 1 2.7 7,5 1 330 9.8 154
57931 1 x 1 2.7 10 1 775 9.8 204

57936 1 x 10 8.5 3 500 32.3 507
57937 1 x 10 8.5 5 820 32.3 803
57938 1 x 10 8.5 7,5 1 175 32.3 1 240
57939 1 x 10 8.5 10 1 562 32.3 1 493

57940 1 x 16 9.7 3 560 35 966
57941 1 x 16 9.7 5 920 35 1 542
57942 1 x 16 9.7 7,5 1 375 35 2 263
57943 1 x 16 9.7 10 1 825 35 2 983

57944 1 x 35 13 3 490 48 2 372
57945 1 x 35 13 5 780 48 3 806
57946 1 x 35 13 7,5 1 155 48 5 599
57947 1 x 35 13 10 1 532 48 7 392

Coil 
diameter  

mm

Weight 
 gr.

Grey PUR outer sheath

Black PUR outer sheath

Black PUR outer sheath

Black PUR outer sheath

SINGLE CORE POLYURETHANE SPIRAL CABLES

Ref. n°
Number of 

cores x 
cross-

Cable 
diameter  

mm

Extended 
Length 
Metre

Retracted 
Length  
 mm

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 

 

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Polyurethane outer sheath bright VDE 0285-525-2-21 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request 
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 Flame retardant PU Black outer sheath blue-brown
55830 2 X 0.75 6.1 2 350 23 106
58037 2 X 0.75 6.1 3 540 23 242
55831 2 X 0.75 6.1 5 895 23 336
55832 2 X 0.75 6.1 7,5 1 335 23 530
55833 2 X 0.75 6.1 10 1 740 23 719

 Flame retardant PU Black outer sheath bleu-brown-bl ack-white
55838 4 x 0.75 7.1 2 390 24 245
55839 4 x 0.75 7.1 3 580 24 352
55840 4 x 0.75 7.1 5 955 24 571
55841 4 x 0.75 7.1 7,5 1 425 24 781
55842 4 x 0.75 7.1 10 1 895 24 980

 Flame retardant PU Black outer sheath yellow-brown- green-white-red
54723 5 x 1 8.7 2 400 31 412
54630 5 x 1 8.7 3 520 31 580
54316 5 x 1 8.7 5 965 31 980
54726 5 x 1 8.7 7,5 1 440 31 1 385
54727 5 x 1 8.7 10 1 840 31 1 867

 Flame retardant PU Black outer sheath white n° 1 to  6 + green/yellow
55843 7 G 1 9.6 2 440 34 621
55844 7 G 1 9.6 3 649 34 846
55845 7 G 1 9.6 5 1 070 34 1 333
55846 7 G 1 9.6 7,5 1 590 34 1 882
55847 7 G 1 9.6 10 2 210 34 2 455

FLAME RETARDANT POLYURETHANE SHEATH

Ref
Number of cores 

mm²

Cable 
diameter 

mm

Extension 
Length 
Meter

Retracted 
Length
 mm

Coil 
diameter 

mm

Weight 
gr

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Construction :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Insulation : PVC flame retardant 

Short lay assembly 

Flame retardant MAT Polyurethane PUR 

Resistant to oils according to VDE 0472 part 803/B 

 

 

Standard tail length  : 

Radial end of 200mm 

 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

Flame retardant acc.to IEC 60332-1-2 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request 
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PUR Black outer sheath
58213 4 x 0.08 screened 3.6 1 225 14 48
58214 4 x 0.08 screened 3.6 2 440 14 86
58215 4 x 0.08 screened 3.6 3 660 14 124
58216 4 x 0.08 screened 3.6 5 1 090 14 200

PUR Black outer sheath
58209 3 screened pairs 0.08 5.7 1 230 20 100
58210 3 screened pairs 0.08 5.7 2 445 20 176
58211 3 screened pairs 0.08 5.7 3 660 20 254
58212 3 screened pairs 0.08 5.7 5 1 095 20 410

56495 7 x 0.08 screened 4.9 1 240 18.2 80
56497 7 x 0.08 screened 4.9 2 475 18.2 145
56612 7 x 0.08 screened 4.9 3 705 18.2 209
56613 7 x 0.08 screened 4.9 5 1 170 18.2 338

PUR Black outer sheath
56499 4 x 0.12 (2 indiv. screened) 4.4 1 235 15.4 67
56501 4 x 0.12 (2 indiv. screened) 4.4 2 460 15.4 120
56614 4 x 0.12 (2 indiv. screened) 4.4 3 685 15.4 172
56615 4 x 0.12 (2 indiv. screened) 4.4 5 1 130 15.4 277

PUR Black outer sheath
56616 6 x 0.12 screened 5.6 1 220 19.8 79
55848 6 x 0.12 screened 5.6 2 425 19.8 140
55849 6 x 0.12 screened 5.6 3 635 19.8 202
55850 6 x 0.12 screened 5.6 5 1 050 19.8 316

 Blue - Red - Green (screened) - Yellow (screened)

Colour code : Colours acc.to DIN47100

DATA CONTROL SCREENED POLYURETHANE SPIRAL CABLES

Weight 
gr

Ref Number of cores mm²
Cable 

diameter 
mm

PUR Black outer sheath Green-White-Brown-Yellow-Blue -Red-Grey

Extension 
Length 
Meter

Retracted 
Length
 mm

Coil 
diameter 

mm
Colour cde : Blue - Green - Red - Yellow

Colour code : Red/Black  - Brown/Grey  - Green-Blue

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Insulation Polyester 

Overall and individually screen with tinned copper spinning 

Short lay assembly 

Polyurethane outer sheath black 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 250 Volts 

Test voltage : 1500 Volts 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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             Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

             Other colours or constructions on request 
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56617 4 x 0.14 screened 4 1 265 14.8 55
56590 4 x 0.14 screened 4 2 530 14.8 102
54701 4 x 0.14 screened 4 3 785 14.8 138
54702 4 x 0.14 screened 4 5 1 305 14.8 233

57872 7 x 0.14 (2 indiv. screened) 4.2 1 245 14 57
57873 7 x 0.14 (2 indiv. screened) 4.2 2 483 14 105
57874 7 x 0.14 (2 indiv. screened) 4.2 3 720 14 152
57875 7 x 0.14 (2 indiv. screened) 4.2 5 1 195 14 247

56618 8 x 0.14 screened 5.2 1 215 19.5 85
55853 8 x 0.14 screened 5.2 2 420 19.5 153
55854 8 x 0.14 screened 5.2 3 625 19.5 222
55855 8 x 0.14 screened 5.2 5 1 020 19.5 360

58249 8 x 0.14 (2 indiv. screened) 5.7 1 230 21 44
58250 8 x 0.14 (2 indiv. screened) 5.7 2 445 21 80
58251 8 x 0.14 (2 indiv. screened) 5.7 3 660 21 116
58252 8 x 0.14 (2 indiv. screened) 5.7 5 1 095 21 187

56619 16 x 0.14 screened 6.7 1 230 23 133
55858 16 x 0.14 screened 6.7 2 445 23 241
55859 16 x 0.14 screened 6.7 3 660 23 349
55860 16 x 0.14 screened 6.7 5 1 020 23 564

56620 25 x 0.14 screened 8 1 245 26 193
55863 25 x 0.14 screened 8 2 472 26 351
55864 25 x 0.14 screened 8 3 700 26 509
55865 25 x 0.14 screened 8 5 1 155 26 825

57880 25 x 0.14 screened reinforced 8.9 1 245 26 270
57881 25 x 0.14 screened reinforced 8.9 2 472 26 492
57882 25 x 0.14 screened reinforced 8.9 3 700 26 714
57883 25 x 0.14 screened reinforced 8.9 5 1 155 26 1 157

56621 36 x 0.14 screened 10.7 1 265 37 391
56513 36 x 0.14 screened 10.7 2 510 37 736
56514 36 x 0.14 screened 10.7 3 750 37 986
56515 36 x 0.14 screened 10.7 5 1 260 37 1 607

DATA CONTROL SCREENED POLYURETHANE SPIRAL CABLES

Weight 
gr

Ref Number of cores mm²
Cable 

diameter 
mm

Extension 
Length 
Meter

Retracted 
Length
 mm

Coil 
diameter 

mm

Colour code : colours DIN47100

Colour code : colours DIN47100

Colour code : colours DIN47100

Colour code : colours

Colour code : colours DIN47100

Colour code : colours 

Colour code : colours DIN47100

Colour code : colours DIN47100

Outer PUR black sheath

Outer PUR black sheath

Outer PUR black sheath

Outer PUR black sheath

Outer PUR black sheath

Outer PUR black sheath

Outer PUR black sheath

Outer PUR black sheath

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 

cl.6 

Insulation Polyester 

Overall and individually screen with tinned copper 

spinning 

Short lay assembly 

Polyurethane outer sheath black 

Resistant to oils according to VDE 0472 part 803/B 

 

Radial tails of 200mm 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 250 Volts 

Test voltage : 1500 Volts 
 

On request :  

Axial end tails, longer tails 

Sheath stripping, insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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                          Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

                          Other colours or constructions on request 
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Outer PUR Black sheath
58221 5 x 0.25 screened 5.2 2 420 19,5 175
58222 5 x 0.25 screened 5.2 3 625 19,5 250
58223 5 x 0.25 screened 5.2 5 1 035 19,5 400
58224 5 x 0.25 screened 5.2 7,5 1 545 19,5 590

Colour code : Blue-White-Red-Green-Yellow

DATA CONTROL SCREENED POLYURETHANE SPIRAL CABLES

Ref
Number of cores 

mm²

Cable 
diameter 

mm

Extension 
Length 
Meter

Retracted 
Length
 mm

Coil 
diameter 

mm

Weight 
gr

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Insulation Polyester 

Overall and individually screen with tinned copper spinning 

Short lay assembly 

Polyurethane outer sheath black 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 250 Volts 

Test voltage : 1500 Volts 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 

 

 

Miniaturized spiral cables : 

Cross-section 0.06mm², 0.08mm² with wires 0.05mm  
Individual screen of the cores 
PUR special outer sheath 
Smooth satin aspect 
 
Please contact us for further information ! 
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    Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

                           Other colours or constructions on request 
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PUR Black outer sheath Orange-red-blue-green/yellow
55989 4 G 0.75 7.7 2,5 465 27 359
55990 4 G 0.75 7.7 3,5 640 27 502
55991 4 G 0.75 7.7 4,5 870 27 573
55992 4 G 0.75 7.7 7 1260 27 870

PUR Black outer sheath White-yellow-red-green-brown
55997 5 x 1 8.4 2,5 485 30 459
55998 5 x 1 8.4 3,5 670 30 630
55999 5 x 1 8.4 4,5 730 30 730
56000 5 x 1 8.4 7 1325 30 1246

PUR Black outer sheath white (1,5mm²)-yellow-red-gre en-brown-blue-black
57895 6x1 + 1x1.5 10.3 2,5 520 35 700
56002 6x1 + 1x1.5 10.3 3,5 720 35 1048
56003 6x1 + 1x1.5 10.3 4,5 920 35 1197
56004 6x1 + 1x1.5 10.3 7 1420 35 1806

PUR Black outer sheath white (2,5mm²)-yellow-red-gre en-brown-blue-black
57896 6x1.5 + 1x2.5 11.9 2,5 470 45.2 993
57897 6x1.5 + 1x2.5 11.9 3,5 650 45.2 1271
57898 6x1.5 + 1x2.5 11.9 4,5 830 45.2 1713
57899 6x1.5 + 1x2.5 11.9 7 1275 45.2 2593

Retracted 
length       
mm

AUTOMOTIVE / TRUCKS SPIRAL CABLES

Coil  Ø    
mm

Weight 
gr 

Ref n°
Number of cores 
x cross-section 

mm²

Cable 
diameter 

mm

Extended 
length        
Metre

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Insulation PVC 

Short lay assembly 

Polyurethane outer sheath black BRIGHT 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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 Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request 
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POLYESTER Outer sheath black Yellow-brown-green-whit e
58024 4 x 0.14 4.2 1 215 17 43
58025 4 x 0.14 4.2 2 422 17 76
58026 4 x 0.14 4.2 3 630 17 120
58027 4 x 0.14 4.2 5 1 040 17 177

POLYESTER Outer sheath black Yellow-blue-red-grey
58028 4 x 0.34 4.7 1 190 21 76
54708 4 x 0.34 4.7 2 370 21 136
54709 4 x 0.34 4.7 3 550 21 196
54710 4 x 0.34 4.7 5 910 21 317

POLYESTER Outer sheath black Blue-brown-black-red-gr een/yellow
58029 5 G 2.5 10.5 3 453 44 1 078
58030 5 G 2.5 10.5 5 740 44 1 725
58031 5 G 2.5 10.5 7,5 1 100 44 2 535
58032 5 G 2.5 10.5 10 1 460 44 3 344

POLYESTER  REINFORCED  SPIRAL CABLES

Ref n°
Number of cores x 

cross-section  
mm²

Cable 
diameter 

mm

Extended 
length        
Metre

Retracted 
length       
mm

Coil  Ø    
mm

Weight 
gr 

Application : 

Spiral cables for dynamic applications  
And repetitive extensions 
Very good elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Insulation Polyester 

Short lay assembly 

Polyester outer sheath black BRIGHT 

Resistant to oils according to VDE 0472 part 803/B 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -30°C � +70°C 

Working voltage : 250/500 Volts 

Test voltage : 2000 Volts 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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    Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

   Other colours or constructions on request 
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57014 3 G 0.75 5,9 2 480 20 252
57015 3 G 0.75 5,9 3 710 20 401
57016 3 G 0.75 5,9 5 1 160 20 522
57017 3 G 0.75 5,9 7,5 1 730 20 955

57910 3 G 0.75 5,9 2 470 20 213
57911 3 G 0.75 5,9 3 700 20 281
57912 3 G 0.75 5,9 5 1 160 20 559
57913 3 G 0.75 5,9 7,5 1 730 20 861

57022 3 G 1 6,8 2 500 23 277
57023 3 G 1 6,8 3 740 23 427
57024 3 G 1 6,8 5 1 225 23 720
57025 3 G 1 6,8 7,5 1 830 23 937

57018 3 G 1 7 2 500 23 300
57019 3 G 1 7 3 835 23 428
57020 3 G 1 7 5 1 380 23 704
57021 3 G 1 7 7,5 2 060 23 1 026

57155 4 G 1 7,8 2 540 25 402
57156 4 G 1 7,8 3 795 25 547
57157 4 G 1 7,8 5 1 315 25 882
57158 4 G 1 7,8 7,5 1 960 25 1 253

Colour code : Blue - Brown - Black - Yellow/Green                Outer sheath : PVC BLACK

Colour code : Blue - Brown - Yellow/Green                             Outer sheath : PVC WHITE

PVC HO5VV-F USE <HAR>  SPIRAL CABLES
Ref n° Number of cores 

x cross-section 
mm²

Cable 
diameter 

mm

Extended 
Length 
Metre

Retracted 
Length  

mm

Coil 
diameter  

mm

Weight 
gr.

Color code : Blue - Brown - Yellow/Green                               Outer sheath : PVC BLACK

Colour code : Blue - Brown - Yellow/Green                             Outer sheath : PVC WHITE

Colour code : Blue - Brown - Yellow/Green                               Outer sheath : PVC black

Application : 

Spiral cables for static applications  
or occasional extensions 
Low elasticity 
 

Composition cable H05VVF USE <HAR>:  

Flexible plain copper wires CuA1 

Construction according to VDE0295 cl.5 – IEC 60228 cl.5 

Insulation PVC 

PVC outer sheath black or white (see chart) 

 

Standard tail length : 

Radial tails of 150mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 1500 Volts 

Flame test  : IEC 60332-1-2 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs 
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    Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

  Other colours or constructions on request 
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57062 2 x 1.5 7.6 2 455 27 287
57063 2 x 1.5 7.6 3 655 27 419
57064 2 x 1.5 7.6 5 1 115 27 684
57065 2 x 1.5 7.6 7,5 1 665 27 1 014

57026 3 G 1.5 7,9 2 505 28 326
57027 3 G 1.5 7,9 3 750 28 529
57028 3 G 1.5 7,9 5 1 170 28 773
57029 3 G 1.5 7,9 7,5 1 850 28 1 106

57038 3 G 1.5 8,1 2 480 28 378
57039 3 G 1.5 8,1 3 715 28 596
57040 3 G 1.5 8,1 5 1 180 28 830
57041 3 G 1.5 8,1 7,5 1 820 28 1 232

57054 3 G 2.5 9,7 2 505 34 786
57055 3 G 2.5 9,7 3 770 34 1 126
57056 3 G 2.5 9,7 5 1 265 34 1 881
57057 3 G 2.5 9,7 7,5 1 885 34 2 664

58225 3 G 2.5 9,7 2 505 34 786
58226 3 G 2.5 9,7 3 770 34 1 126
58227 3 G 2.5 9,7 5 1 265 34 1 881
58228 3 G 2.5 9,7 7,5 1 885 34 2 664

57918 5 G 2.5 12,5 2 390 45 899
57919 5 G 2.5 12,5 3 580 45 1 288
57920 5 G 2.5 12,5 5 940 45 2 214
57921 5 G 2.5 12,5 7,5 1 395 45 2 605

Colour code : Blue - Brown - Yellow/Green - Black -  Black              Outer sheath : WHITE

Colour code : Blue - Brown                                                            Outer sheath : BLACK 

Retracted 
Length    

mm

Coil 
diameter 

mm

Weight
 gr.

PVC HO5VV-F USE<HAR>   SPIRAL CABLES
Ref n° Number of cores 

x cross-section 
mm²

Cable 
diameter  

mm

Extended 
Length 
Metre

Colour code : Blue - Brown - Yellow/Green                                    Outer sheath : BLACK

Colour code : Blue - Brown - Yellow/Green                                    Outer sheath : BLACK

Colour code : Blue - Brown - Yellow/Green                                     Outer sheath : WHITE

Colour code : Blue - Brown - Yellow/Green                                     Outer sheath : WHITE

Application : 

Spiral cables for static applications  
or occasional extensions 
Low elasticity 
 

Composition cable H05VVF USE <HAR>:  

Flexible plain copper wires CuA1 

Construction according to VDE0295 cl.5 – IEC 60228 

cl.5 

Insulation PVC 

PVC outer sheath black or white (see chart) 

 

Standard tail length : 

Radial tails of 200mm 

Axial ends or other dimensions on request 

Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 1500 Volts 

Flame test  : IEC 60332-1-2 
 

On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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 Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

 Other colours or constructions on request 
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PVC Black outer sheath                                       Colour code : blue - brown - green/yellow
21418 3 G 1 6.8 2 475 23 301
21395 3 G 1 6.8 3 690 23 435

PVC Black outer sheath                                          Colour code : blue - brown - green/yel low
21419 3 G 1 6.8 2 475 23 270
21417 3 G 1 6.8 3 685 23 388

PVC Black outer sheath                                          Colour code : blue - brown - green/yel low
57960 3 G 1.5 7.9 2 470 27 312
57961 3 G 1.5 7.9 3 700 27 456

PVC Black outer sheath                                     Colour code : blue - brown - green/yellow
57962 3 G 1.5 7.9 2 470 27 312
57963 3 G 1.5 7.9 3 700 27 456

Retracted 
length       
mm

PVC H05VV-F USE <HAR>    WITH OVERMOULDED PLUG 10/16A

Coil  Ø    
mm

Weight 
gr 

Ref n°
Number of cores 
x cross-section 

mm²

Cable 
diameter 

mm

Extended 
length        
Metre

Application : 

Spiral cables for static applications  
or occasional extensions 
Low elasticity 
 

Composition cable H05VVF USE <HAR>:  

Flexible plain copper wires CuA1 

Construction according to VDE0295 cl.5 – IEC 60228 cl.5 

Insulation PVC 

PVC outer sheath black or white (see chart) 

 

 

Standard tail length : 

Radial tail A : 150mm 

Radial tail B : 150mm with overmoulded plug CEE.7 10/16A 

 

Axial ends or other dimensions on request 

       Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 1500 Volts 
 

              On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Tolerance of ± 5% on the retracted spiral length and coil diameter  - Other dimensions, please contact us, the cables are on stock  

Other colours or constructions on request 
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 PVC black outer sheath                                                     Colour code : Blue-brown
57900 2 x 0.5 5.4 3 430 17 117
57901 2 x 0.5 5.4 5 727 17 195
57902 2 x 0.5 5.4 7 1025 17 273
57903 2 x 0.5 5.4 10 1472 17 390

 PVC black outer sheath                                     White - yellow - red- green - brown
56519 5 x 0.5 7.2 3 385 24.3 154
56520 5 x 0.5 7.2 5 650 24.3 228
56521 5 x 0.5 7.2 7 914 24.3 317
56522 5 x 0.5 7.2 10 1323 24.3 491

 PVC black outer sheath                                                                 Red - grey - b lue
57914 3 x 1 6.9 3 400 20.6 217
57915 3 x 1 6.9 5 680 20.6 357
57916 3 x 1 6.9 7 962 20.6 498
57917 3 x 1 6.9 10 1385 20.6 708

PVC  SPIRAL CABLES FOR AGRICULTURE

Ref n°
Number of cores 
x cross-section 

mm²

Cable 
diameter 

mm

Extended 
length        
Metre

Retracted 
length       
mm

Coil  Ø    
mm

Weight 
gr 

Application : 

Spiral cables for static applications  
or occasional extensions 
Low elasticity 
 

Composition :  

High flexible plain copper wires CuA1 

Construction according to VDE0295 cl.6 – IEC 60228 cl.6 

Insulation PVC special 

PVC outer sheath black  

 

Standard tails length : 

Radial tails of 100mm 

 

Axial ends or other dimensions on request 

       Technical characteristics : 

Temperature range : -5°C � +70°C 

Working voltage : 300/500 Volts 

Test voltage : 2000 Volts 

 

              On request :  

Axial end tails 

Longer tails 

Sheath stripping  

Insulation stripping 

Tinning, crimping, overmoulding, plugs etc.. 
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Number of spiral cables : ………..unit(s) ………..../Year     Requested delivery times :  

 

 

 

 

 

 

 

  

 

 

 

 

COMPANY :           Email :  

 

NAME :           Tel :   
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Extended length  (spiraled part) :                    Mètres 

 

Retracted length (spiraled part) :  mm 

 

Nber of cores x cross-section mm² or AWG :  

 

Working voltage :    

Test voltage :  

 

Screen : No� Yes �      

 

End A :  

Length :   mm 

Tangent   �  

Axial        � 

Sheath stripping A :    mm 

Insulation stripping A :   mm 

 Tinning  � 

 Other : 

 Connectors  � 

Reference : 

Overmoulding � 

 

YOUR APPLICATION (please describe)  :  

 

 

 

 

 

Cable diameter :   mm 

Coil diameter :   mm 

Colour of outer sheath : 

Colour code :  

 

End B :  

Length :   mm 

Tangent   �  

Axial        � 

Sheath stripping B :    mm 

Insulation stripping B :   mm 

 Tinning  � 

 Other : 

 Connectors  � 

Reference : 

Overmoulding � 

ENQUIRY SPIRAL CABLE 
Please send to c-e-v@wanadoo.fr ou by fax  +33 (0)5 53 35 21 23 

You can also fulfill this enquiry form on our website www.spiral-cables.com 
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INDUSTRY  
CABLES AND SPIRAL CABLES HARNESSES 

 
For more than 20 years, CEV company design and produce spiral 

cables and special cables. In order to satisfy 
our customers, CEV offers a wide range of 
special cords and spiral cable ready to be 
connected. 
Thanks to a modern workshop, with many 
automatic machines of high precision process, 
and a high skilled team, CEV is your partner for 
cables harnesses and spiral cables ready to 
connect ! 

 

Our production program : 
From prototype to medium and high 
quantities, CEV propose the complete 
preparation of cables and spiral cables ends  
For the assembly of connectors, we can 
purchase your references or you can supply 
them to CEV.  
� Sheath stripping (even on PUR 

cables)  
� Insulation stripping and tinning 
� Solder contacts 
� Crimping of sleeves and ferrules  
� Connectors 
� Overmoulding operations (CEE.7 plug…) 

Our production unit 

 
►  2500m² production plant 
► 900 m² workshop 
► More than 25 machines  
► Manual and pneumatic tools   
► Test machines 

► Quality control 
► Tracking 
► Repetitive production 

 

 

  

CEV is your partner for cable harness ! 
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_____________ 

CONSTRUCTION 

ACC. TO YOUR  

REQUIREMENTS  

_____________ 

___________ 

 

CEV QUALITY  

 

___________ 

QUICK SERVICE 

 
27 Route de Saint Astier 

F-24430 Annesse et Beaulieu 

Tel : +33 (0)5 53.35.21.21 

Fax : +33 (0)5 53.35.21.23 

c-e-v@wanadoo.fr 
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INDUSTRY 
SPECIAL CABLES 

 
For more than 20 years CEV has designed 
and produced special cables, according to 
customers’ specifications and special 
environment. Thanks to our experience we 
design technical cables using high quality 
material such as Polyester, PUR, FEP, PTFE 
and HFFR.. High flexible, resistant to 
abrasion, hybrid cables, low temperature, 
CEV special cables answer to your 
requirements ! 

 

Construction 
High flexible plain copper wires  
0.05mm, 0.07mm, 0.10mm 
Miniaturised insulation FEP Polyester  

Colour code of your choice 
Individual screen on pair, 
third or quad with plain 
copper or tinned copper 
wires of 0.07mm or 0.10mm 
Non frictional tape 
Screen, braid or spinning . 
Mechanical strain relief.  

Outer sheath : PVC, PVC C1, PUR, PUR ZH, PUAE, HFFR… 
 

Exemple de réalisation  

 
► Multipairs screened, thirds, quads… 
► Hybrid construction including PU tubes   
► Cable with Kevlar or Aramid fibers  
► Flat multipairs cables 
► Cables ready to connect 
 

We are at your disposal 

for all your projects !  

  
 

 

  

 24/25 

_____________ 

CONSTRUCTION 

ACC. TO YOUR  

REQUIREMENTS  

_____________ 

___________ 

 

CEV QUALITY  

 

___________ 

QUICK SERVICE 

 

 
27 Route de Saint Astier 

F-24430 Annesse et Beaulieu 

Tel : +33 (0)5 53.35.21.21 

Fax : +33 (0)5 53.35.21.23 

c-e-v@wanadoo.fr 
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CEV SALES TERMS 

2017 
 
 
 
1 – Overall conditions 
For all our supplies, only our sales terms apply unless prior negociation. 
 

2 - PrIces 
Our prices are unit price and EXW our factory in Annesse et Beaulieu France unless specified differently in CEV quotationS 
For express delivery, price of transport will be at the buyer’s charge. 
 

3 – Minimum ordering quantity 
No minimum ordering quantity is applied on all references of our catalogue 
 

4 - Catalogue 
All information mentioned in our catalogue are indicative and can be modified without prior notice by CEV 
All pictures are non contractual pictures. 
 

5 - Payment 
For first order payment will be at receipt of our proforma invoice before shipment 
For next orders invoices will have to be paid at 30 days after agreement of our credit insurance. In case of refusal by our credit 
insurance, CEV will have the right to ask for a payment before shipment at receipt of proforma invoice. 
 

6 - Property 
All goods remain CEV property until complete payment has been received. 
 

7 – Transport 
Goods shipped by CEV will not be under its responsibility starting from the remittance to the forwarder in charge of the shipment 
 

8 - Warranty 
Goods must be immediately controlled at its receipt. If the buyer notes any problem or default, a non conformity written 
declaration will have to be made within 10 days mentioning delivery bill number and the defaults 
If these conditions are not respected, claim will be rejected. In case claim is confirmed, CEV will replace the goods in the quickest 
delays 
Warranty does not cover the normal use of the spiral cables, either damages occurred by a non adapted application or 
negligence  
 

9 - Return 
The return of the goods can only be done after agreement between seller and buyer 
All spiral cables designed and produces on buyer’s specifications are tailor made products and will not be changed or returned 
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